frig) Functional ®89 ©90 ¢ o 9 © con @ FriB) Functional ©9 900 9 9 ©° 9 con @
Devices, Inc? ST OTEE § o8 i 8 Contacts <4 N0 Q) Devices, Inc: 7T T EE 5 ¢ F B Contacts 4 NIO Q)
Bulletin B1121 - 303007 - g Yy’ 3 : & B |pem e Bulletin B1121 - 303007, - 8 Yy F oz & B |hnem e @
(1, —» g-n% E a § P Sensor :) — E-,EJ E A § P Sensor
- RIBMNWX2401B-BC S— ER- g cﬁ - RIBMNWX2401B-BC T ey | ER g flé
= Overri K4 Y ve 9o = Overri & v A ve 9o
- RIBTWX2401B-BC g-oune A | « RIBTWX24018-BC g-oume I O |
. o AU § Il E E ° E >O E . o au ﬁ I E E ° E g E
App. Version 1.1 o M | ¥ 81 = 3% 58 App.Version 1.1 P - 8¢ = 1t £
~ s | 2 g e Ee ~ s |2 § 58 =£¢&
DIP Switches _ |Baud © g 5 ~A A DIPSwitches  |Baud ° E 5 ~A A

8 9 10_|Rate : ‘ﬁ Connect Jumper for \!5 s 8 8 9 10_|Rate : g Connect Jumper for '§ s 8

o T o T o Josow -~ minatnggessor 8 £ £ 2 0o [ o T o [sm - P mnatngresior. 8 g 8 2

0 0 1 19200 ~ terminating resistor. 3382 7 0 0 1 19200 ~ terminating resistor. 5828

0 1 0 38400 - 0000 0 1 0 [38400 — 0000

0 1 1 _[57600 0 1 1 _|57600

1 0 0 76800 1 0 0 (76800

1 0 1 5200 CONTACT RATINGS POWER INPUT RATINGS CURRENT SENSE RANGE 1 0 1 15200 CONTACT RATINGS POWER INPUT RATINGS CURRENT SENSE RANGE

—L 20A Resistive @ 277 Vac 24Vac, 105mA Max 0.25-20 Amps —L 20A Resistive @ 277 Vac 24Vac, 105mA Max 0.25-20 Amps

Allother combinations=9600 baud 20A Ballast @ 277 Vac 120Vac, 105mA Max Al other combinations=9600 baud 20A Ballast @ 277 Vac 120Vac, 105mA Max
[T ur rr— 16A Elect. Ball. @ 277 Vac (N/0) - 16A Elect. Ball. @ 277 Vac (N/0)
m;swm:;es e 10A Tungsten @ 120 Vac (N/0) Energy I"1p1swm1hzes St 10ATungsten @ 120 Vac (N/0) Energy

1 0 [(Auto 1110 VA Pilot Duty @ 277 Vac Management 1 0 [(Auto 1110 VA Pilot Duty @ 277 Vac Management

YT TActvated 770VAPilotDuty @ 120vac € US " Equipment ¥ 7 [Activated 770VAPilot Duty @ 120Vac ~ © US " quipment

0 | 0 [Deactivated ? ::: g ?;(7) x:z LISTED 0 | 0 [Deactivated % :'; g ?;(7) z:z LISTED
*Device must be powered 1 5M6 *Device must be powered 1 5 M6 |
for override for override
www.FunctionalDevices.com - 800.888.5538 - PICS available on our website. www.FunctionalDevices.com - 800.888.5538 - PICS available on our website.
FOR SUPPLY CONNECTIONS USE #12AWG WIRES OR LARGER RATED FOR AT LEAST 75°C(167°F). FOR SUPPLY CONNECTIONS USE #12AWG WIRES OR LARGER RATED FOR AT LEAST 75°C(167°F).
CAUTION: RISK OF ELECTRIC SHOCK - MORE THAN ONE DISCONNECT MAY BE REQUIRED TO DEENERGIZE THE DEVICE BEFORE SERVICING. CAUTION: RISK OF ELECTRIC SHOCK - MORE THAN ONE DISCONNECT MAY BE REQUIRED TO DEENERGIZE THE DEVICE BEFORE SERVICING.

@ Functional 00 0900 9 o 0o o oM Q @ Functional 00 000 9 o 9 ©° oM @
Devices, Inc: ST TEE 5 2§ 8 Contacs 4 NIO @ Devices, Inc: ST oz EE £ & ¢ ¢ Contacs 4 NO Q)
Bulletin B1121 - 303007, - :i‘g 5 & E |fem ve@ Bulletin B1121 - 303097 . é‘% 5 5 & F |hem e @
0 85 5 I 5 ‘g 2 Sensor 0 85 & I £ g 2 Sensor
- RIBMNWX2401B-BC g 2 g - RIBMNWX2401B-BC i : 4
= Override & H Y e Yo = Override & 2 v e Qe
+ RIBTWX2401B-BC §°B=: g1 8 % 2% + RIBTWX2401B-BC % g4 08 g8 2%
‘ - g S . A A
App. Version 1.1 P - 81g = 3% 51 App. Version 1.1 o M |8 8¢ ¢ 3% 58
~ s |2 g —e Ee ~ s |2 5 52 =&
DIPSwitches  [Baud © g S ‘ot Yase! DIPSwitches  |Baud © £ 5 A
8 9 10 _[Rate : é’ Connect Jumper for 3 - u 8 9 10 _[Rate . § Connect Jumper for 3 - v
< ect Jumper SeE & < nect Jumpe SeE 8
0 0 0 9600 P _, E;Tgl:;]té:?f::,s:;or g £ .5 Z o o o 9600 " _, It)elrmlnatlntgfreslstor. g £ S Z
o~ terminating resistor. 182 8 ~ telrsrfg::tei: ?ers?z:or. 38z ¢
chefie |5 8986 e |5 8986
0 1 1 157600 0 1 1 157600
1 0 0 (76800 1 0 0 76800
1 0 1 15200 CONTACT RATINGS POWER INPUT RATINGS CURRENT SENSE RANGE 1 0 T 15200 CONTACT RATINGS POWER INPUT RATINGS CURRENT SENSE RANGE
—L 20A Resistive @ 277 Vac 24Vac, 105mA Max 0.25-20 Amps —L 20A Resistive @ 277 Vac 24Vac, 105mA Max 0.25-20 Amps
Allother combinations=9600 baud 20A Ballast @ 277 Vac 120Vac, 105mA Max All other combinations=9600 baud 20A Ballast @ 277 Vac 120Vac, 105mA Max
YT Yy ryr— 16A Elect. Ball. @ 277 Vac (N/0) - 16A Elect. Ball. @ 277 Vac (N/0)
DIPSwitches Ry, 10ATungsten @ 120 Vac (N/0) Energy P Switches|Sove 10A Tungsten @ 120 Vac (N/0) Energy
11 0 [Auto 1110 VA Pilot Duty @ 277 Vac Management 11 0 [Auto 1110 VA Pilot Duty @ 277 Vac Management
X | 1 |Activated 770 VA Pilot Duty @ 120 Vac ¢ us Equipment X | 1 |Activated 770 VA Pilot Duty @ 120 Vac H us Equipment
0 | 0 [Deactivated ? ::: g ?;(7) x:z LISTED 0 | 0 [Deactivated % ::: g i;g ‘\;:E LISTED
*Device must be powered 15M6 *Device must be powered 15Mé6 ||
for override for override
www.FunctionalDevices.com - 800.888.5538 + PICS available on our website. www.FunctionalDevices.com - 800.888.5538 - PICS available on our website.
FOR SUPPLY CONNECTIONS USE #12AWG WIRES OR LARGER RATED FOR AT LEAST 75°C(167°F). FOR SUPPLY CONNECTIONS USE #12AWG WIRES OR LARGER RATED FOR AT LEAST 75°C(167°F).
CAUTION: RISK OF ELECTRIC SHOCK - MORE THAN ONE DISCONNECT MAY BE REQUIRED TO DEENERGIZE THE DEVICE BEFORE SERVICING. CAUTION: RISK OF ELECTRIC SHOCK - MORE THAN ONE DISCONNECT MAY BE REQUIRED TO DEENERGIZE THE DEVICE BEFORE SERVICING.




