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CLOSET LIGHT CONTROLLERS                            Product Selection Guide. For full product information, see our website.

MODEL #
POWER  
INPUT

RELAY 
CONTACTS

  ACCESSORY SWITCH 
 REQUIRED ^ TIME OUT

OUTPUT  WHEN 
SWITCH OPENS

HOUSING
  STYLE *

SHIPPING
WEIGHT

CLC106 • 120 Vac 1 SPST-N/O     N/O # N/A On See data sheet 0.271 lb.

CLC106-NC • 120 Vac 1 SPST-N/C     N/C # N/A Off See data sheet 0.266 lb.

CLC212 • 120-277 Vac 1 SPST-N/O N/C N/A Off A 0.301 lb.

CLC212-D15 • 120-277 Vac 1 SPST-N/O N/O 15 min. On A 0.310 lb.

CLC212-D60 • 120-277 Vac 1 SPST-N/O N/O 60 min. On A 0.301 lb.

Our Light Controllers are designed to switch lighting loads on and off by the closing or opening 
of a variety of switches, including door jamb, magnetic, and ball switches. Models are available for 

retrofit and new contruction jobs, with or without an energy-saving time out setting.

Closet Light Controllers
For Use in Closets, Pantries, Walk-ins, and Cabinets

• 5 Amp relay

• 120 Vac power

• Fits easily inside junction box

• Includes retaining clip

• No transformer needed (dry contact input)

• Model CLC106, CLC106-NC

• Includes magnetic door jamb switch

Retrofits

• 10 Amp N/O relay

• 120-277 Vac power

• No transformer needed (dry contact input)

• Light 18 AWG wire used to control relay, instead of  
 armored cable

• Models CLC212, CLC212-D15, CLC212-D60

• Switch sold separately (ACLCMAGSM, ACLCMAGDJ)

New Construction

Normally Open
Magnetic Door Switch

Octagonal Junction
Box with Knockout

To Light
Fixture

Neutral
120 Vac
SupplyRetaining Clip

Switched
Leg Light Fixture

Junction Box

120 Vac
Power

Line
Neutral

Blk
Wht
Red

Class 2 Wiring

Class 2 Wiring Light Fixture
Junction Box

Closet
Door

N/C Dry Contact
Door Switch
(not included)

CLC212

Closet
Light

For full product information, see data sheets on website. Shipping weights are approximate and may change due to packaging options.

MAGNETIC SWITCHES                                             Product Selection Guide. For full product information, see our website.

MODEL # VOLTAGE MAX. CURRENT MAX. RELAY CONTACTS MOUNT OPERATING GAP �MIN.� SHIPPING WEIGHT
ACLCMAGSM 30 Vac/dc 0.2 Amp 1 SPDT (Form C) Surface 1.125” 0.240 lb.

ACLCMAGDJ 200 Vdc 0.5 Amp 1 SPDT (Form C) Recessed 0.375” 0.033 lb.

* = See Housing Guide on pages 86-87# = Integral switch included
 = UL Listed : UL916 Energy Management ; USA & Canada ^ = Normal state is when no outside forces (like a magnet) are acting on it.

ENERGY SAVING DEVICES

15 Minute Time Out

60 Minute Time Out
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HOUSING GUIDE

RED (“-RD”) and NEMA 4 (“-N4”) HOUSINGS AVAILABLE.  
See our website for details.

4.00”

4.57”

1.81”

4.00”4.00”

4.00”

4.57”

1.81”

0.50” NPT

HOUSING A HOUSING B HOUSING C

HOUSING D

3.20”

2.30”

1.81”

0.50” or 0.75” NPT

3.20”

2.30”

1.81”

2.80”

1.70”

1.50”

1.70”

2.80”

0.50” NPT

1.50”

4.
28

”

2.00”7.00” 2.00”7.00”

4.28”

0.75” NPT



87(800) 888-5538    |    www.functionaldevices.com

IN
D

E
X

 &
 

R
E

FE
R

E
N

C
E

S

HOUSING GUIDE

SINGLE POWER SUPPLY DUAL POWER SUPPLY

SOLID CORE CURRENT SENSOR SPLIT CORE CURRENT SENSOR

RESET

OFF

ON
OFF

4.500”

4.250”
4.500”

5.438”

5.150”

5.150”

4.500”

4.500”

4.250”

5.150”

5.150”

5.438”

RESET

OFF

ON
OFF

ON
OFF

8.625”

8.250”

8.250”

4.500”

4.500”

4.250”

4.500”

4.500”

4.250”

8.250”

8.250”

8.625”

1.46”

1.863”

2.050”

1.008”

2.050”

1.008”
2.050”

2.050”

1.863”

1.460”

0.50”
Diameter

2.520”

2.520”

1.100”
1.750”

2.000”

0.52” x 0.52”
Opening

2.520”

2.000” 2.520”

1.750”
1.100”
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