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ENCLOSED DRY CONTACT INPUT RELAYS                  Product Selection Guide. For full product information, see our website.

CONTACT RATINGS

MODEL #
POWER  
INPUT

RELAY 
CONTACTS RESISTIVE MOTOR PILOT DUTY

HIGH/LOW
SEPARATION

OVERRIDE  
SWITCH

HOUSING
  STYLE *

SHIPPING 
WEIGHT

RIB21CDC • 120-277 Vac 1 SPDT 10 A  @  277 Vac 1 HP  @  250 Vac 770 VA  @  250 Vac A 0.314 lb.

RIB01BDC • 120 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac B 0.514 lb.

RIB02BDC • 208-277 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac B 0.520 lb.

RIB01SBDC • 120 Vac 1 SPST 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac 1 B 0.513 lb.

RIB02SBDC • 208-277 Vac 1 SPST 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac 1 B 0.518 lb.

RIB01SBCDC • 120 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac 2 B 0.590 lb.

RIB02SBCDC • 208-277 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac 2 B 0.580 lb.

RIBD01BDC ~ • 120 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • C 0.781 lb.

RIBD02BDC ~ • 208-277 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • C 0.790 lb.

RIBD01BDC-DOB ~ • 120 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • C 0.784 lb.

RIBD02BDC-DOB ~ • 208-277 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • C 0.805 lb.

TRACK MOUNT DRY CONTACT INPUT RELAYS          Product Selection Guide. For full product information, see our website.
CONTACT RATINGS

MODEL #
POWER  
INPUT

RELAY 
CONTACTS RESISTIVE MOTOR PILOT DUTY

OVERRIDE  
SWITCH

TRACK
    MOUNT ^

SHIPPING 
WEIGHT

RIBM01ZNDC • 120 Vac 1 DPDT 30 A  @  300 Vac 3 HP  @  480-600 Vac B600 MT4 Series 0.352 lb.

RIBM02ZNDC • 208-277 Vac 1 DPDT 30 A  @  300 Vac 3 HP  @  480-600 Vac B600 MT4 Series 0.356 lb.

RIBM013PNDC • 120 Vac 1 3PDT 30 A  @  300 Vac 7.5 HP  @  480 Vac, 3 Phase 2122 VA  @  480 Vac, 3 Phase MT4 Series 0.402 lb.

For full product information, see data sheets on website. Shipping weights are approximate and may change due to packaging options.

= UL Component Recognized : UL916 Energy Management; USA & Canada= UL Listed : UL916 Energy Management; USA & Canada

^ = Track mount sold separately* = See Housing Guide on pages 86-87~ = Time Delay
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