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ENCLOSED LOW-INPUT / OPTOISOLATED RELAYS                 Product Selection Guide. For full product information, see our website.
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RIBTELC • 5-25 Vac/dc 10-30 Vac/dc 1 SPDT 10 A  @  120-277 Vac 1/3 HP  @  120-240 Vac (N/O) 480 VA  @  240-277 Vac • C 0.578 lb.
RIBTELS • 5-25 Vac/dc 10-30 Vac/dc 1 SPST 10 A  @  120-277 Vac 1/3 HP  @  120-240 Vac (N/O) 480 VA  @  240-277 Vac • 1 C 0.666 lb.
RIBTE24B • 5-25 Vac/dc 24 Vac/dc 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • C 0.711 lb.
RIBTE01B • 5-25 Vac/dc 120 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • C 0.730 lb.
RIBTE02B • 5-25 Vac/dc 208-277 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • C 0.734 lb.
RIBTE24SB • 5-25 Vac/dc 24 Vac/dc 1 SPST 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • 1 C 0.760 lb.
RIBTE01SB • 5-25 Vac/dc 120 Vac 1 SPST 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • 1 C 0.743 lb.
RIBTE02SB • 5-25 Vac/dc 208-277 Vac 1 SPST 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac • 1 C 0.747 lb.
RIBTE24P • 5-25 Vac/dc 24 Vac/dc 1 DPDT 20 A  @  300 Vac 3 HP  @  480-600 Vac 1,640 VA  @  480 Vac • C 0.976 lb.
RIBTE01P • 5-25 Vac/dc 120 Vac 1 DPDT 20 A  @  300 Vac 3 HP  @  480-600 Vac 1,640 VA  @  480 Vac • C 0.995 lb.
RIBTE02P • 5-25 Vac/dc 208-277 Vac 1 DPDT 20 A  @  300 Vac 3 HP  @  480-600 Vac 1,640 VA  @  480 Vac • C 1.015 lb.
RIBTE01P-S • 5-25 Vac/dc 120 Vac 1 DPDT 20 A  @  300 Vac 3 HP  @  480-600 Vac 1,640 VA  @  480 Vac • 1 # C 1.034 lb.
RIBTE02P-S • 5-25 Vac/dc 208-277 Vac 1 DPDT 20 A  @  300 Vac 3 HP  @  480-600 Vac 1,640 VA  @  480 Vac • 1 # C 1.068 lb.

TRACK MOUNT LOW-INPUT / OPTOISOLATED RELAYS        Product Selection Guide. For full product information, see our website.
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RIBME2401B • 5-25 Vac/dc 24 Vac/dc/120 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac MT4 Series 0.197 lb.
RIBME2402B • 5-25 Vac/dc 24 Vac/dc/208-277 Vac 1 SPDT 20 A  @  277 Vac 2 HP  @  277 Vac 1,110 VA  @  277 Vac MT4 Series 0.226 lb.

For full product information, see data sheets on website. Shipping weights are approximate and may change due to packaging options.

LOW-INPUT / OPTOISOLATED RELAYS

= UL Listed : UL916 Energy Management, UL864 Fire ; USA & Canada * = See Housing Guide on pages 86-87 ^ = Track mount sold separately # = Coil side relay override (requires unit to be powered)
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